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TRACTOR TREADS 
ARE SIMULATED BV 
PAINTING STRIPES. 
WITH FAINT OR INK. 
ON STRIPS OF CLOTH 
OR RIBBON WHICH 
ARE SEWN TOGETHER 
TO FORM AN ENDLESS 
BELT AROUND THE 
NARROW PISH CAN 
WHEELS. 


ERE IT IS—THE FAMED 
•BULLDOZER* — THE ALL- 
AROUND FAVORITE OF THE 
ARMED FORCES 

.AND NOW THE PRIDE 
AND JOY OF FARMERS AND 
CONTRACTORS, THE LENGTH „ 
AND BREADTH OF THE LAND/ 

DOWEL EXHAUST STACK 
AND LEVERS. 
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SUPERSTRUCTURE 
IS MADE OF TWO 
BLOCKS OF WOOD 
NAILED TO ACROSS- 
SHAPED BASE OF 
PLYWOOD. BASE IS 
NAILED IN PLACE 
THROUGH CARD - 
BOARD SIDE PIECES. 



TIN OR 
CARDBOARD 
?, SEAT SACK 
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THIN WOOD 
SIDE FRAME5 
GLUED TOGETHER 


NAIL 

AXLES 


LARGE 

NAIL 


NARROW TIN CANS. ONE 
END CUT OUT, ARE 
USED FOR WHEELS. 

CANS ARE NAILED TO 
SQUARE WOODEN AXLE5, 
WITH TWO SMALL NAILS 
OFF-CENTER.SO AXLES 
WILL TURN WITH WHEELS. 



HOW IT WORKS 


STOUT RUBBER BAND, ONE END ATTACHED TO NAIL AT UNDERSIDE, REAR, OF 
PLYWOOD ’FLOOR*BASE—OTHER END STAPLED TO FRONT SQUARE AXLES. 
WIND THIS RUBBER BAND MOTOR BY ROLLING TRACTOR BACKWARDS.HOLD’NG 
FRONT WHEELS. THEN ROLLING BACK AGAIN TILL MOTOR IS TIGHT.Ww SET 
TRACTOR ON FLOOR AND LET IT GO/ IT WILL PUSH SMALL OBJECTS LIKE 
THE REAL *BIG CATS" DO, UNTIL IT IS UNWOUND. WIND IT UP AGAIN ——AND 
REPEAT THE PERFORMANCE/ 
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